Ving Grubu Urdnler
Crane Products

PV K Serisi Plastik Ving Kumanda Kutulari

e (J22 mm capli butonlara uygun

o Cam Elyaf katkili plastik gévde sayesinde mekanik darbelere tam dayanim

e Oklu etiketler sayesinde yon tespit kolayligi

e Koruma sinifi yiiksek gévde ve etanj butonlar sayesinde gevre sartilrina maksimum daynim
® Esnek kablo borusu

Teknik Bilgiler

Galigma Sicakhigi @ min./maks. °C -5/+85
Koruma Sinifi . IP65
Kablo Olgisi . @8-@17 mm

Kontak Bloklar

Mekanik Omiir - 500.000 agma-kapama min. (50 dev/dk)
Elektriksel Omiir - 100.000 agma-kapama min. (20 dev/dk)
Anma igletme Gerilimi (Ue) . 220V AC

Anma igletme Akimi (le) D 4A

Yalitim Gerilimi (Ui) 300V

Darbe Dayanim Gerilimi (Uimp) © 25kV

Anma Kesme Kapasitesi AC 15 D 1kA

[zolasyon Direnci : 10 M2 min. (500 V DC)

Kullanim Sinifi :AC15

Dielektrik Mukavemeti : 1500 V AC (1 dakika icin)

Baglanti Kablo Kesiti :15-25mm2

Standart : UL 508 TSEN 60947-5-1 VDE0660 IEC 60947-5-1
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PV K Series Plastic Control Boxes For Crane

e 7922 mm control units

Glass fiber reinforced plastic body, mechanical impact resistance
Arrow labeled buttons

High protection class and body strength, waterproof buttons
Flexible conduit

‘1 Technical Information
Operating Temperature  : min./max. °C -5/+85
Protection Degree . IP65
. 98-017 mm

Contact Blocks

Mechanical Life ;. 500.000 operations min. (50 cyc/min)
Electrical Life ;. 100.000 operations min. (20 cyc/min)
Operating Voltage (Ue) : 220VAC

Operating Current (le) S 4A

Insulation Voltage (Ui) : 300V

Impact Resistance (Uimp) ;o 25kV

Short Circuit Breaking Capacity (Icn) : 1 kA

Insulation Resistance 10 M min. (500 V DC)

Utilization Category . AC15

Dielectric Strength 1500V AC (1 for minute)

Cable Section ; 1.5-25mm2

Standard . UL 508 TSENG60947-5-1 VDE0660 IEC 60947-5-1
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Uriin Kodu Buton Sayisi Buton Tipi Buton Kutu Rengi Buton Kontak Tipi
Rengi
Code Number of Button Type  Button Colour  Box Colour  Button Contact Type
Button
Etanj, Diiz, Yuvarlak Sari-Siyah
PVK1E 1 Waterproof Round Sari / Yellow Vellow-Black INA+INK / TNO+1NC
Etanj, Diiz, Yuvarlak Sari-Siyah
PVK2E 2 Waterproof, Round Sart/ Yellow Yellow-Black 2NA+2NK / 2NO+2NC
Etanj, Diiz, Yuvarlak Sarl-Siyah
PVK3E 8 Waterproof, Round Sari / Yellow Vellow-Black 3NA+3NK / 3NO+3NC
Etanj, Dz, Yuvarlak Sar-Siyah
PVK4E 4 Waterproof Round Sari / Yellow Vellow-Black ANA+ANK / 4NO+4NC
Etanj, Diiz, Yuvarlak Sari-Siyah
PVKSE 5 oot Raung STV YElOW e SNANK/ SN0+ PVK4E
Etanj, Diiz, Yuvarlak Sari-Siyah
PVK6E 6 Waterproof. Round Sart/ Yellow Yellow-Black 6NA+6NK / 6NO+6NC
Etanj, Diiz, Yuvarlak Sari-Siyah
PVK7E 7 Wateproof, Round Sart/ Yellow Yellow-Black TNA+7TNK / 7NO+7NC
Etanj, Diiz, Yuvarlak Sari-Siyah
PVK8E 8 Waterproof Round Sari / Yellow Vellow-Black 8NA+8NK / 8NO+8NC
Etanj, Dz, Yuvarlak Sari-Siyah
PVK10E 10 Waterproof, Round Sari / Yellow Vellow-Black 10NA+10NK / 10NO+10NC
Sari-Siyah
PVK1B0S : : : Yellow-Black :
Sari-Siyah
LD : : ) Yellow-Black :
Sarl-Siyah
PVK4BOS : : : Yellow-Black :
Sari-Siyah
UL : : : Yellow-Black :
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